




Both the standard-undercarriage 210G and long-undercarriage 
210G LC pack plenty of ability into highly versatile and easy-to-
transport packages.   

The IT4/Stage IIIB technology utilized in our PowerTech diesel 
engine is simple, fuel efƟcient, fully integrated, and fully supported. 

It allows the 210G and 210G LC to exceed your expectations while 
meeting the EPA’s. 

Highly efƟcient hydraulically driven fans run only as fast as needed, 

reducing noise, fuel consumption, and operating costs. Reversing 
option automatically back-blows cooler cores to keep them clean.

With John Deere WorkSight™, JDLink™ monitoring provides real-
time machine utilization and health data, plus location information. 
Fleet Care proactively suggests maintenance to correct problems 
early before they turn into costly downtime. And Service ADVISOR™ 
Remote enables your dealer to read diagnostic codes, record 
performance data, and even update software without a trip to 
the jobsite. It’s the most comprehensive, easy-to-use suite of 
technology available for increasing uptime and productivity while 
lowering operating costs. And it’s only available from John Deere.

210G 210G LC

Net rated power 119 kW (159 hp) 119 kW (159 hp)

Operating weight 22 309 kg (49,139 lb.) 22 910 kg (50,463 lb.)

Maximum digging depth 6.68 m (21 ft. 11 in.) 6.68 m (21 ft. 11 in.)

Arm digging force 114 kN (25,543 lb.) 114 kN (25,543 lb.)

Bucket digging force 156 kN (35,138 lb.) 156 kN (35,138 lb.)


